
Chapa Laminada a Frio Chapa Galvanizada Chapa Electrogalvanizada

BG mm
Peso (kg) por chapa nas dimensões:

2000 x 1000 2500 x 1250 3000 x 1500 6000 x 1500

Nº  28 0.40 6.28 9.8125 14.13 28.26

Nº  26 0.50 7.85 12.265625 17.6625 35.325

0.60 9.42 14.71875 21.195 42.39

Nº  22 0.80 12.56 19.625 28.26 56.52

0.90 14.13 22.078125 31.7925 63.585

Nº  20 1.00 15.70 24.53125 35.325 70.65

1.20 18.84 29.4375 42.39 84.78

Nº  18 1.25 19.63 30.6640625 44.15625 88.3125

1.50 23.55 36.796875 52.9875 105.975

Nº  16 1.60 25.12 39.25 56.52 113.04

Nº  14 2.00 31.40 49.0625 70.65 141.3

Nº  12 2.50 39.25 61.328125 88.3125 176.625

Nº  11 2.80 43.96 68.6875 98.91 197.82

Nº  10 2.99 46.94 73.3484375 105.62175 211.2435

 

Norma EN 10130 Norma NP EN 10142 Norma NP EN 10152
Norma EN 10131 Norma EN 10143 Norma EN 10131

Norma EN 10204 Norma EN 10204 Norma EN 10204



Chapa Lamidada a Quente

mm
Peso (kg) por chapa nas dimensões:

2000 x 1000 2500 x 1250 3000 x 1500 6000 x 1500 6000 x 2000 6000 x 2500

1.5 23.55 36.80 52.9875 105.975 141.3 176.625

2 31.40 49.06 70.65 141.3 188.4 235.5

2.5 39.25 61.33 88.3125 176.625 235.5 294.375

3 47.10 73.59 105.975 211.95 282.6 353.25

4 62.80 98.13 141.3 282.6 376.8 471

5 78.50 122.66 176.625 353.25 471 588.75

6 94.20 147.19 211.95 423.9 565.2 706.5

8 125.60 196.25 282.6 565.2 753.6 942

10 157.00 245.31 353.25 706.5 942 1177.5

12 188.40 294.38 423.9 847.8 1130.4 1413

15 235.50 367.97 529.875 1059.75 1413 1766.25

16 251.20 392.50 565.2 1130.4 1507.2 1884

18 282.60 441.56 635.85 1271.7 1695.6 2119.5

20 314.00 490.63 706.5 1413 1884 2355

25 392.50 613.28 883.125 1766.25 2355 2943.75

30 471.00 735.94 1059.75 2119.5 2826 3532.5

35 549.50 858.59 1236.375 2472.75 3297 4121.25

40 628.00 981.25 1413 2826 3768 4710

45 706.50 1103.91 1589.625 3179.25 4239 5298.75

50 785.00 1226.56 1766.25 3532.5 4710 5887.5

60 942.00 1471.88 2119.5 4239 5652 7065

Norma EN 10025
Norma EN 10051 e NP EN 10029

Norma EN 10204



Chapa Lamidada a Quente

XADREZ GOTA (Folha de Oliveira)

mm
Peso (kg) por chapa nas dimensões:

mm
Peso (kg) por chapa nas dimensões:

2000 x 1000 2500 x 1250 3000 x 1500 2000 x 1000 2500 x 1250 3000 x 1500

3 54.10 84.53 116.9125 3 51.10 79.84 112.225

4 69.80 109.06 152.2375 4 66.80 104.38 147.55

5 85.50 133.59 187.5625 5 82.50 128.91 182.875

6 101.20 158.13 222.8875 6 98.20 153.44 218.2

8 132.60 207.19 293.5375 8 129.60 202.50 288.85

 

 

Norma EN 10025
Norma EN 10204
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